
City of Fitchburg
Planning/Zoning Department
5520 Lacy Road
Fitchburg, WI 53711

(608-270-4200)

ARCHITECTURAL & DESIGN

REVIEW APPLICATION

Applicant/Contact Person:

Address: Phone Number of Contact Person:

City, State, Zip Code: Email of Contact Person:

Project Address: Lot: Subdivision:

Project Type: Multi-Family Commercial Industrial Other

New Addition

Impervious Surface Ratio (ISR): (City Standard: maximum 65% ISR)

All items listed below must be included with the application to be considered complete. If an item is not included with the
application, the applicant must provide in writing the basis for not including it. Building and site plans submitted to the
Fitchburg Plan Commission for architectural and design review shall contain the following information:

Site Data:
1. Lot or property dimensions.
2. Orientation (to north).
3. Adjacent highways, roads, drive, etc.
4. Existing natural features (rivers, ponds, wetlands).
5. Existing buildings and/or improvements.
6. Existing and proposed site drainage.
7. Utility plans, including main/lateral sizes and existing fire hydrants on site or within 300

feet of the site
8. ISR shall be indicated on all plans.
9. Stormwater management plans and details, including grading plan.
10. Lighting plan in footcandles and light fixture cut sheets.

Building:
1. Building size, configuration and orientation.
2. Distance from lot lines.
3. Distance from other buildings, improvements and natural features.
4. Location of well, septic tank, drainfield, etc. (if applicable)
5. Additional proposed additions or new structures, including trash/recycling enclosure(s).
6. Construction type (wood frame, structural steel, etc.).
7. Foundation type (full basement, slab on grade, etc.).
8. Number of levels.
9. Siding/exterior covering type, color, texture, etc.
10. Roof type (gable, hip, shed, flat, etc.) and pitch.
11. Roofing material type, color, texture, etc.
12. Exterior door and window location, size, type, etc.
13. Fire protection sprinklers or fire alarm systems.

Ingress, Egress, Parking:
1. Location of highway and road access points.
2. Location, size, configuration of drivers and walks.
3. Number, size, location of parking spaces.
4. Location of handicapped parking and accessible building entrances.
5. Bicycle rack(s).

Mike Filkouski

7266 Cty Hwy VV 608-233-4423

Sun Prairie, WI 53590 mfilkouski@littlecreekconst.com

SW corner of  Lacy Rd and North Park Ln 2 North Park
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T  (800) 236-6800    F  (262) 504-5415US:  www.cree.com/lighting

† See www.cree.com/lighting/products/warranty for warranty terms

T  (800) 473-1234    F  (800) 890-7507Canada:  www.cree.com/canada

Rev. Date: V3 10/15/2015

Cree Edge™ Series
LED Area/Flood Luminaire

Ordering Information
Example: ARE-EDG-2M-AA-12-E-UL-SV-350 

E

Product Optic Mounting*
LED 
Count 
(x10)

Series Voltage Color  
Options

Drive  
Current Options

ARE-EDG 2M
Type II 
Medium
2MB
Type II 
Medium 
w/BLS
2MP
Type II 
Medium w/
Partial BLS
3M
Type III 
Medium 

3MB
Type III 
Medium
w/BLS
3MP
Type III 
Medium  
w/Partial 
BLS
4M
Type IV 
Medium
4MB
Type IV 
Medium  
w/BLS

4MP
Type IV 
Medium  
w/Partial 
BLS
5M
Type V 
Medium
5S
Type V Short

AA
Adjustable Arm
DA
Direct Arm
DL
Direct Long Arm
SA
Side Arm
- Available with 
  20-60 LEDs

02
04
06
08
10
12
14
16

E UL
Universal
120-277V
UH
Universal
347-480V

BK
Black
BZ
Bronze
SV
Silver
WH
White

350
350mA 
525
525mA
700
700mA
- Available 
   with 20- 
   60 LEDs

DIM 0-10V Dimming
 - Control by others
 - Refer to Dimming spec sheet 
for details

 - Can't exceed specified drive 
current

F Fuse
 - Refer to ML spec sheet for 
availability with ML options

 - Available with UL voltage only
 - When code dictates fusing, use 
time delay fuse

HL Hi/Low 
           (Dual Circuit Input)

 - Refer to HL spec sheet for 
details

 - Sensor not included
ML Multi-Level

 - Refer to ML spec sheet for 
details

 - Intended for downlight 
applications at 0˚ tilt

P Photocell
 - Refer to ML spec sheet for 
availability with ML options

 - Available with UL voltage only

PML Programmable Multi-Level,
           20-40' Mounting Height

 - Refer to PML spec sheet for 
details

 - Intended for downlight 
applications at 0˚ tilt

PML2 Programmable Multi-Level, 10-
           30' Mounting Height

 - Refer to PML spec sheet for 
details

 - Intended for downlight 
applications at 0˚ tilt

R NEMA® Photocell Receptacle
 - Intended for downlight 
applications with maximum 
45˚ tilt

 - Photocell by others
 - Refer to ML spec sheet for 
availability with ML options

40K 4000K Color Temperature
 - Minimum 70 CRI
 - Color temperature per luminaire

Product Description
The Cree Edge™ Series has a slim, low profile design. Its rugged cast aluminum housing minimizes 
wind load requirements and features an integral, weathertight LED driver compartment and high 
performance aluminum heat sinks. Various mounting choices: Adjustable Arm, Direct Arm, Direct Arm 
Long, or Side Arm (details on page 2). Includes a leaf/debris guard. 
Applications: Parking lots, walkways, campuses, car dealerships, office complexes, and internal 
roadways

Accessories 

Field-Installed

Bird Spikes
XA-BRDSPK
Hand-Held Remote
XA-SENSREM
- For successful implementation of the programmable multi-level 
  option, a minimum of one hand-held remote is required

Backlight Control Shields
XA-20BLS-4
- Four-pack
- Unpainted stainless steel

Patented NanoOptic® Product Technology

Made in the U.S.A. of U.S. and imported parts

CRI: Minimum 70 CRI

CCT: 4000K (+/- 300K), 5700K (+/- 500K) standard

Limited Warranty†: 10 years on luminaire/10 years on Colorfast DeltaGuard® finish

Performance Summary

FLD-EDG 25
25˚ Flood
40
40˚ Flood

70
70˚ Flood
SN
Sign

N6
NEMA® 6

“A”3.9"
(99mm)

27.1"
(688mm)

2.1"
 (53mm)

18.1"
(460mm) NEMA® Photocell 

Receptacle location 
(ordered as an option)

9.0"
(229mm)

Convenient, 
Interlocking 

Mounting 
Method

LED Count (x10) Dim. "A" Weight

02 12.1" (306mm) 21 lbs. (10kg)

04 12.1" (306mm) 24 lbs. (11kg)

06 14.1" (357mm) 27 lbs. (12kg)

08 16.1" (408mm) 28 lbs. (13kg)

10 18.1" (459mm) 32 lbs. (15kg)

12 20.1" (510mm) 34 lbs. (15kg)

14 22.1" (560mm) 37 lbs. (17kg)

16 24.1" (611mm) 41 lbs. (19kg)

DA Mount

* Reference EPA and pole configuration suitability data beginning on page 19
NOTE: Price adder may apply depending on configuration

AA/DL/SA Mount - see page 22 for weight & dimensions

https://www.creelink.com/exLink.asp?7103742OJ86G62I27486482
https://www.creelink.com/exLink.asp?7103742OJ86G62I27486482
http://www.cree.com/~/media/Files/Cree/Lighting/Misc%20Tech%20Docs/Cree_Accessory_LED_MultiLevel_SpecSheet.pdf
https://www.creelink.com/exLink.asp?7105354OL18X21I27471473
https://www.creelink.com/exLink.asp?7105354OL18X21I27471473
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Product Specifications

CONSTRUCTION & MATERIALS
• Slim, low profile, minimizing wind load requirements 
• Luminaire sides are rugged die cast aluminum with integral, weathertight LED driver 

compartment and high performance heat sinks
• DA and DL mount utilizes convenient interlocking mounting method. Mounting is 

rugged die cast aluminum, mounts to 3-6" (76-152mm) square or round pole and 
secures to pole with 5/16-18 UNC bolts spaced on 2" (51mm) centers

• AA and SA mounts are rugged die cast aluminum and mount to 2" (51mm) IP, 2.375" 
(60mm) O.D. tenons

• Includes leaf/debris guard 
• Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer with an 

ultra-durable powder topcoat, providing excellent resistance to corrosion, ultraviolet 
degradation and abrasion. Black, bronze, silver, and white are available

• Weight: See Dimensions and Weight Charts on pages 1 and 22

ELECTRICAL SYSTEM
• Input Voltage: 120-277V or 347-480V, 50/60Hz, Class 1 drivers 
• Power Factor: > 0.9 at full load
• Total Harmonic Distortion: < 20% at full load
• DA and DL mounts designed with integral weathertight electrical box with terminal 

strips (12Ga–20Ga) for easy power hookup
• Integral 10kV surge suppression protection standard
• To address inrush current, slow blow fuse or type C/D breaker should be used
• Maximium 10V Source Current: 20 LED (350mA): 10mA; 20 LED (525 & 700mA) and 

40-80 LED: 0.15mA; 100-160 LED: 0.30mA 

REGULATORY & VOLUNTARY QUALIFICATIONS
• cULus Listed 
• Suitable for wet locations
• Enclosure rated IP66 per IEC 60529 when ordered without P or R options
• Consult factory for CE Certified products
• Certified to ANSI C136.31-2001, 3G bridge and overpass vibration standards when 

ordered with AA, DA and DL mounts
• 10kV surge suppression protection tested in accordance with IEEE/ANSI C62.41.2
• Meets FCC Part 15 standards for conducted and radiated emissions
• Luminaire and finish endurance tested to withstand 5,000 hours of elevated ambient 

salt fog conditions as defined in ASTM Standard B 117
• DLC qualified. Exceptions apply when ordered with full backlight control or 3MP optic 

with 20 LEDs. Please refer to www.designlights.org/QPL for most current information
• Meets Buy American requirements within ARRA

Cree Edge™ LED Area/Flood Luminaire

Electrical Data*

LED Count 
(x10)

System Watts
120-480V

Total Current

120V 208V 240V 277V 347V 480V

350mA

02 25 0.21 0.13 0.11 0.10 0.08 0.07

04 46 0.36 0.23 0.21 0.20 0.15 0.12

06 66 0.52 0.31 0.28 0.26 0.20 0.15

08 90 0.75 0.44 0.38 0.34 0.26 0.20

10 110 0.92 0.53 0.47 0.41 0.32 0.24

12 130 1.10 0.63 0.55 0.48 0.38 0.28

14 158 1.32 0.77 0.68 0.62 0.47 0.35

16 179 1.49 0.87 0.77 0.68 0.53 0.39

525mA 

02 37 0.30 0.19 0.17 0.16 0.12 0.10

04 70 0.58 0.34 0.31 0.28 0.21 0.16

06 101 0.84 0.49 0.43 0.38 0.30 0.22

08 133 1.13 0.66 0.58 0.51 0.39 0.28

10 171 1.43 0.83 0.74 0.66 0.50 0.38

12 202 1.69 0.98 0.86 0.77 0.59 0.44

14 232 1.94 1.12 0.98 0.87 0.68 0.50

16 263 2.21 1.27 1.11 0.97 0.77 0.56

700mA

02 50 0.41 0.25 0.22 0.20 0.15 0.12

04 93 0.78 0.46 0.40 0.36 0.27 0.20

06 134 1.14 0.65 0.57 0.50 0.39 0.29

* Electrical data at 25˚C (77˚F). Actual wattage may differ by +/- 10% when operating between 120-480V +/- 10% 

Recommended Cree Edge™ Series Lumen Maintenance Factors (LMF)1

Ambient Initial
LMF

25K hr
Projected2

LMF

50K hr
Projected2

LMF

75K hr
Calculated3

LMF

100K hr
Calculated3

LMF

5˚C (41˚F) 1.04 0.99 0.97 0.95 0.93

10˚C (50˚F) 1.03 0.98 0.96 0.94 0.92

15˚C (59˚F) 1.02 0.97 0.95 0.93 0.91

20˚C (68˚F) 1.01 0.96 0.94 0.92 0.90

25˚C (77˚F) 1.00 0.95 0.93 0.91 0.89

1 Lumen maintenance values at 25˚C are calculated per TM-21 based on LM-80 data and in-situ luminaire testing
2 In accordance with IESNA TM-21-11, Projected Values represent interpolated value based on time durations that are within six times 
  (6X) the IESNA LM-80-08 total test duration (in hours) for the device under testing ((DUT) i.e. the packaged LED chip)
3 In accordance with IESNA TM-21-11, Calculated Values represent time durations that exceed six times (6X) the IESNA LM-80-08 total 
  test duration (in hours) for the device under testing ((DUT) i.e. the packaged LED chip)
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Photometry
All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project 
consult: www.cree.com/Lighting/Tools-and-Support/Exterior-IES-Configuration-Tool

Cree Edge™ LED Area/Flood Luminaire

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: www.ies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf. 
Valid with no tilt

2MB

Type II Medium Distribution w/BLS

LED Count 
(x10)

4000K 5700K

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-15-11

350mA

02 1,610 B0 U0 G1 1,672 B0 U0 G1

04 3,221 B0 U0 G1 3,345 B0 U0 G1

06 4,776 B1 U0 G1 4,959 B1 U0 G1

08 6,368 B1 U0 G1 6,613 B1 U0 G2

10 7,941 B1 U0 G2 8,246 B1 U0 G2

12 9,529 B1 U0 G2 9,895 B1 U0 G2

14 11,046 B1 U0 G2 11,471 B1 U0 G2

16 12,624 B1 U0 G2 13,110 B1 U0 G2

525mA

02 2,254 B0 U0 G1 2,341 B0 U0 G1

04 4,509 B1 U0 G1 4,682 B1 U0 G1

06 6,686 B1 U0 G2 6,943 B1 U0 G2

08 8,915 B1 U0 G2 9,258 B1 U0 G2

10 11,117 B1 U0 G2 11,544 B1 U0 G2

12 13,340 B1 U0 G2 13,853 B1 U0 G2

14 15,465 B2 U0 G2 16,060 B2 U0 G3

16 17,674 B2 U0 G3 18,354 B2 U0 G3

700mA

02 2,754 B0 U0 G1 2,860 B0 U0 G1

04 5,507 B1 U0 G1 5,719 B1 U0 G1

06 8,167 B1 U0 G2 8,481 B1 U0 G2

CSA Test Report #: 6447
ARE-EDG-2MB-**-06-E-UL-700-40K
Initial Delivered Lumens: 7,953

ARE-EDG-2MB-**-12-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 13,340
Initial FC at grade

1712

5136

6848

3424

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

70˚

20'20'

20'

20'

40'

40'

40'

40'

6.1

0m

6.1

12.2

0m 6.16.1 12.212.2 18.318.3 24.424.4

0'

0'

12.2

18.3
60' 60'80'100' 100' 120'120' 80'

.2.1 21

Position of vertical plane
of maximum candlepower.

CURB LINE

30.530.536.6 36.6

60'

.5
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Photometry
All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project 
consult: www.cree.com/Lighting/Tools-and-Support/Exterior-IES-Configuration-Tool

Cree Edge™ LED Area/Flood Luminaire

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: www.ies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf. 
Valid with no tilt

3MB

Type III Medium Distribution w/BLS

LED Count 
(x10)

4000K 5700K

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-15-11

350mA

02 1,499 B1 U0 G1  1,557 B1 U0 G1  

04 2,999 B1 U0 G1  3,114 B1 U0 G1  

06 4,446 B1 U0 G1 4,617 B1 U0 G1

08 5,929 B1 U0 G2 6,157 B1 U0 G2

10 7,393 B1 U0 G2 7,677 B1 U0 G2

12 8,872 B1 U0 G2 9,213 B1 U0 G2

14 10,285 B1 U0 G2  10,680 B1 U0 G2  

16 11,754 B1 U0 G3  12,206 B1 U0 G3  

525mA

02 2,099 B1 U0 G1  2,180 B1 U0 G1  

04 4,198 B1 U0 G1  4,359 B1 U0 G1

06 6,225 B1 U0 G2 6,464 B1 U0 G2

08 8,300 B1 U0 G2 8,619 B1 U0 G2

10 10,350 B1 U0 G2  10,748 B1 U0 G2  

12 12,420 B1 U0 G3  12,898 B1 U0 G3  

14 14,398 B1 U0 G3  14,952 B2 U0 G3  

16 16,455 B2 U0 G3  17,088 B2 U0 G3  

700mA

02 2,564 B1 U0 G1  2,662 B1 U0 G1  

04 5,127 B1 U0 G2 5,325 B1 U0 G2

06 7,603 B1 U0 G2 7,896 B1 U0 G2

CSA Test Report #: 6448
ARE-EDG-3MB-**-06-E-UL-700
Initial Delivered Lumens: 7,740

ARE-EDG-3MB-**-12-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 12,420
Initial FC at grade

120˚120˚

90˚ 90˚

60˚60˚

30˚

150˚ 150˚

1225

3675

4900

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

2450

20'20'

20'

40'

40'

20'

40'

6.1

0m

6.1

12.2

0m 6.16.1 12.212.2 18.318.3 24.424.4

0'

0'

12.2

18.3

24.4
60' 60'80'100' 100'

57˚

80'

.5.2.1 21

Position of vertical plane
of maximum candlepower.

30.530.5

60'

80'

40'

CURB LINE
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Photometry
All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project 
consult: www.cree.com/Lighting/Tools-and-Support/Exterior-IES-Configuration-Tool

Cree Edge™ LED Area/Flood Luminaire

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between -10 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: www.ies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf. 
Valid with no tilt

3MP

Type III Medium Distribution w/Partial BLS

LED Count 
(x10)

4000K 5700K

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-15-11

350mA

02 1,777 B1 U0 G1 1,845 B1 U0 G1

04 3,554 B1 U0 G1 3,690 B1 U0 G1

06 5,270 B1 U0 G2  5,473 B1 U0 G2  

08 7,026 B2 U0 G2  7,297 B2 U0 G2  

10 8,762 B2 U0 G2  9,099 B2 U0 G2  

12 10,514 B2 U0 G3 10,919 B2 U0 G3

14 12,189 B2 U0 G3 12,658 B2 U0 G3

16 13,930 B3 U0 G3 14,466 B3 U0 G3  

525mA

02 2,488 B1 U0 G1 2,583 B1 U0 G1

04 4,975 B1 U0 G2  5,167 B1 U0 G2  

06 7,378 B2 U0 G2  7,662 B2 U0 G2  

08 9,837 B2 U0 G2  10,215 B2 U0 G2  

10 12,267 B2 U0 G3 12,739 B2 U0 G3

12 14,720 B3 U0 G3  15,286 B3 U0 G3  

14 17,065 B3 U0 G3  17,721 B3 U0 G3  

16 19,503 B3 U0 G3  20,253 B3 U0 G3 

700mA

02 3,039 B1 U0 G1 3,155 B1 U0 G1

04 6,077 B1 U0 G2  6,311 B1 U0 G2  

06 9,011 B2 U0 G2  9,358 B2 U0 G2  

CSA Test Report #: 6385
ARE-EDG-3MP-**-06-E-UL-700-40K
Initial Delivered Lumens: 9,619

ARE-EDG-3MP-**-12-E-UL-525-40K
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 14,720
Initial FC at grade

120˚120˚

90˚ 90˚

60˚60˚

30˚ 30º

150˚ 150˚

2534

1267

3801

5068

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

1

CURB LINE

Position of vertical plane
of maximum candlepower.

0'

0'

20'

20'

20'

6.1 0m 6.1 12.2 18.312.218.3

20'

40'40'

40'

40'

60'60'80'100'120'
100'

100' 120'80'

60'

60'

80'

6.1

0m

6.1

12.2

18.3
24.424.430.5 30.5 36.636.6

30.5

24.4

12.2

18.3

2.5.2.1

60˚
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Cree Edge™ LED Area/Flood Luminaire

Luminaire EPA

Fixed Arm Mount – ARE-EDG-DA  

LED Count (x10) Single 2 @ 90˚ 2 @ 180˚ 3 @ 90˚ 3 @ 120˚ 4 @ 90˚

02 0.60 0.87 1.20 1.47 1.47 1.75

04 0.60 0.87 1.20 1.47 1.47 1.75

06 0.60 0.92 1.20 1.51 1.51 1.83

08 0.60 0.96 
N/A with 3" poles 1.20 1.55 

N/A with 3" poles 1.55 1.91 
N/A with 3" poles

10 0.60 1.00 
N/A with 3" poles 1.20 1.60 

N/A with 3" poles 1.60 2.00 
N/A with 3" poles

12 0.60 1.04 
N/A with 3" poles 1.20 1.64 

N/A with 3" poles 1.64 2.08 
N/A with 3" poles

14 0.60 1.08 
N/A with 3" or 4" poles 1.20 1.68 

N/A with 3" or 4" poles 1.68 2.16 
N/A with 3" or 4" poles

16 0.60 1.12 
N/A with 3" or 4" poles 1.20 1.72 

N/A with 3" or 4" poles 1.72 2.24 
N/A with 3" or 4" poles

Fixed Arm Mount – ARE-EDG-DL 

02 0.75 1.02 1.50 1.77 1.77 1.91

04 0.75 1.02 1.50 1.77 1.77 1.91

06 0.75 1.07 1.50 1.82 1.82 1.98

08 0.75 1.11 1.50 1.86 1.86 2.04

10 0.75 1.15 1.50 1.90 1.90 2.10

12 0.75 1.19 1.50 1.94 1.94 2.16

14 0.75 1.23 1.50 1.98 1.98 2.22

16 0.75 1.27 1.50 2.02 2.02 2.28

Adjustable Arm Mount – ARE-EDG-AA/FLD-EDG-AA/SA

LED Count (x10) Single 2 @ 90˚ 2 @ 180˚ In-Line 2 @ 180˚ 3 @ 90˚ 3 @ 120˚ In-Line 3 @ 180˚ 4 @ 90˚ In-Line 4 @ 180˚

Tenon Configuration If used with Cree tenons, please add tenon EPA with Luminaire EPA

Vertical: PB-1A*; 
PT-1; PW-1A3**
Horizontal: By 
others

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(90); 
PT-2(90)

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(180);  
PT-2(180)

Vertical: PB-2A*;
PB-2R2.375

Vertical: PB-3A*;  
PB-3R2.375
Horizontal:  
PD-3A4(90); 
PT-3(90)

Vertical: PB-3A*;  
PB-3R2.375
Horizontal: 
PT-3(120)

Vertical: PB-3A*;  
PB-3R2.375

Vertical:  
PB-4A*(90);  
PB-4R2.375
Horizontal:  
PD-4A4(90)
PT-4(90)

Vertical:  
PB-4A*(180);  
PB-4R2.375

0˚ Tilt

02 0.66 0.98 1.32 1.32 1.77 1.64 1.98 1.91 2.64

04 0.66 0.98 1.32 1.32 1.64 1.64 1.98 1.97 2.64

06 0.66 1.02 1.32 1.32 1.68 1.68 1.98 2.05 2.64

08 0.66 1.07 1.32 1.32 1.80 1.72 1.98 2.29 2.64

10 0.66 1.11 1.32 1.32 1.76 1.76 1.98 2.21 2.64

12 0.66 1.15 1.32 1.32 1.80 1.80 1.98 2.29 2.64

14 0.66 1.19 1.32 1.32 1.84 1.84 1.98 2.38 2.64

16 0.66 1.23 1.32 N/A 1.89 1.89 N/A 2.46 N/A

  * Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6") for single, double or triple luminaire orientation or 4 (4"), 5 (5"), or 6 (6") for quad luminaire orientation
** These EPA values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height. Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6")



T  (800) 236-6800    F  (262) 504-5415US:  www.cree.com/lighting T  (800) 473-1234    F  (800) 890-7507Canada:  www.cree.com/canada

Cree Edge™ LED Area/Flood Luminaire

Luminaire EPA

  * Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6") for single, double or triple luminaire orientation or 4 (4"), 5 (5"), or 6 (6") for quad luminaire orientation
** These EPA values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height. Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6")

Adjustable Arm Mount – ARE-EDG-AA/FLD-EDG-AA/SA

LED Count (x10) Single 2 @ 90˚ 2 @ 180˚ In-Line 2 @ 180˚ 3 @ 90˚ 3 @ 120˚ In-Line 3 @ 180˚ 4 @ 90˚ In-Line 4 @ 180˚

Tenon Configuration If used with Cree tenons, please add tenon EPA with Luminaire EPA

Vertical: PB-1A*; 
PT-1; PW-1A3**
Horizontal: By 
others

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(90); 
PT-2(90)

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(180);  
PT-2(180)

Vertical: PB-2A*;
PB-2R2.375

Vertical: PB-3A*;  
PB-3R2.375
Horizontal:  
PD-3A4(90); 
PT-3(90)

Vertical: PB-3A*;  
PB-3R2.375
Horizontal: 
PT-3(120)

Vertical: PB-3A*;  
PB-3R2.375

Vertical:  
PB-4A*(90);  
PB-4R2.375
Horizontal:  
PD-4A4(90)
PT-4(90)

Vertical:  
PB-4A*(180);  
PB-4R2.375

30˚ Tilt

02 0.71 1.37 1.42 1.42 2.08 2.08 2.13 2.73 2.84

04 0.71 1.37 1.42 1.42 2.08 2.08 2.13 2.73 2.84

06 0.82 1.48 1.64 1.64 2.30 2.30 2.46 2.95 3.28

08 0.93 1.59 1.86 1.86 2.52 2.52 2.79 3.17 3.72

10 1.04 1.70 2.08 2.08 2.74 2.74 3.12 3.40 4.16

12 1.15 1.81 2.30 2.30 2.96 2.96 3.45 3.62 4.60

14 1.26 1.92 2.52 2.52 3.18 3.18 3.78 3.84 5.04

16 1.37 2.03 2.74 N/A 3.40 3.40 N/A 4.06 N/A

45˚ Tilt

02 0.89 1.55 1.78 1.78 2.45 2.45 2.67 3.10 3.56

04 0.89 1.55 1.78 1.78 2.45 2.45 2.67 3.10 3.56

06 1.03 1.69 2.06 2.06 2.72 2.72 3.09 3.38 4.12

08 1.17 1.83 2.34 2.34 3.00 3.00 3.51 3.66 4.68

10 1.31 1.97 2.62 2.62 3.28 3.28 3.93 3.94 5.24

12 1.45 2.11 2.90 2.90 3.56 3.56 4.35 4.21 5.80

14 1.59 2.25 3.18 3.18 3.83 3.83 4.77 4.49 6.36

16 1.73 2.38 3.46 N/A 4.11 4.11 N/A 4.77 N/A

60˚ Tilt

02 1.20 1.86 2.40 2.40 3.06 3.06 3.60 3.72 4.80

04 1.20 1.86 2.40 2.40 3.06 3.06 3.60 3.72 4.80

06 1.39 2.05 2.78 2.78 3.44 3.44 4.17 4.10 5.56

08 1.58 2.23 3.16 3.16 3.81 3.81 4.74 4.47 6.32

10 1.77 2.42 3.54 3.54 4.19 4.19 5.31 4.84 7.08

12 1.95 2.61 3.90 3.90 4.56 4.56 5.85 5.22 7.80

14 2.14 2.80 4.28 4.28 4.94 4.94 6.42 5.59 8.56

16 2.33 2.98 4.66 N/A 5.31 5.31 N/A 5.97 N/A
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Luminaire EPA

Cree Edge™ LED Area/Flood Luminaire

Adjustable Arm Mount – ARE-EDG-AA/FLD-EDG-AA/SA

LED Count (x10) Single 2 @ 90˚ 2 @ 180˚ In-Line 2 @ 180˚ 3 @ 90˚ 3 @ 120˚ In-Line 3 @ 180˚ 4 @ 90˚ In-Line 4 @ 180˚

Tenon Configuration If used with Cree tenons, please add tenon EPA with Luminaire EPA

Vertical: PB-1A*; 
PT-1; PW-1A3**
Horizontal: By 
others

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(90); 
PT-2(90)

Vertical: PB-2A*;  
PB-2R2.375;  
PW-2A3**
Horizontal:  
PD-2A4(180);  
PT-2(180)

Vertical: PB-2A*;
PB-2R2.375

Vertical: PB-3A*;  
PB-3R2.375
Horizontal:  
PD-3A4(90); 
PT-3(90)

Vertical: PB-3A*;  
PB-3R2.375
Horizontal:  
PT-3(120)

Vertical: PB-3A*;  
PB-3R2.375

Vertical:  
PB-4A*(90);  
PB-4R2.375
Horizontal:  
PD-4A4(90)
PT-4(90)

Vertical:  
PB-4A*(180);  
PB-4R2.375

90˚ Tilt

02 1.85 2.51 3.70 3.64 4.36 4.36 5.55 5.02 7.40

04 1.85 2.51 3.70 3.64 4.36 4.36 5.55 5.02 7.40

06 2.14 2.80 4.28 4.22 4.94 4.94 6.42 5.59 8.56

08 2.43 3.09 4.86 4.78 5.51 5.51 7.29
6.17
N/A with horizontal 
tenon

9.72

10 2.71 3.37 5.42 5.34 6.08 6.08 8.13
6.74
N/A with horizontal 
tenon

10.84

12 3.00 3.66 6.00 5.90 6.66 6.66 9.00
7.31
N/A with horizontal 
tenon

12.00

14 3.29 3.95
N/A with PW-2A3** 6.58 6.48 7.23 7.23 9.87

7.89
N/A with horizontal 
tenon

13.16

16 3.57 4.23
N/A with PW-2A3** 7.14 N/A 7.81 7.81 N/A

8.46
N/A with horizontal 
tenon

N/A

  * Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6") for single, double or triple luminaire orientation or 4 (4"), 5 (5"), or 6 (6") for quad luminaire orientation
** These EPA values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height. Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6")

Tenons and Brackets‡ (must specify color)

Square Internal Mount Vertical Tenons (Steel)
- Mounts to 3-6" (76-152mm) square aluminum or steel poles
PB-1A* – Single PB-4A*(90) – 90˚ Quad
PB-2A* – 180˚ Twin PB-4A*(180) – 180˚ Quad
PB-3A* – 180˚ Triple

Square Internal Mount Horizontal Tenons (Aluminum)
- Mounts to 4" (102mm) square aluminum or steel poles
PD-2A4(90) – 90˚ Twin PD-3A4(90) – 90˚ Triple
PD-2A4(180) – 180˚ Twin PD-4A4(90) – 90˚ Quad

Wall Mount Brackets
- Mounts to wall or roof
WM-2 – Horizontal for AA and SA mounts
WM-4 – L-Shape for AA and SA mounts
WM-DM – Plate for DA and DL mounts

Round External Mount Vertical Tenons (Steel)
- Mounts to 2.375" (60mm) O.D. round aluminum or steel poles or tenons
PB-2R2.375 – Twin PB-4R2.375 – Quad
PB-3R2.375 – Triple

Round External Mount Horizontal Tenons (Aluminum)
- Mounts to 2.375" (60mm) O.D. round aluminum or steel poles or tenons
- Mounts to square pole with PB-1A* tenon
PT-1 – Single (Vertical) PT-3(90) – 90˚ Triple
PT-2(90) – 90˚ Twin  PT-4(90) – 90˚ Quad
PT-2(180) – 180˚ Twin

Mid-Pole Bracket 
- Mounts to square pole
PW-1A3** – Single PW-2A3** – Double

‡ Refer to the Bracket and Tenons spec sheet for more details

  * Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6") for single, double or triple luminaire  
     orientation or 4 (4"), 5 (5"), or 6 (6") for quad luminaire orientation
** These EPA values must be multiplied by the following ratio: Fixture Mounting Height/Total  
     Pole Height. Specify pole size: 3 (3"), 4 (4"), 5 (5"), or 6 (6")

Tenon EPA

Part Number EPA

PB-1A* None

PB-2A* 0.82

PB-3A* 1.52

PB-4A*(180) 2.22

PB-4A*(90) 1.11

PB-2R2.375 0.92

PB-3R2.375 1.62

PB-4R2.375 2.32

PD Series Tenons 0.09

PT Series Tenons 0.10

PW-1A3** 0.47

PW-2A3** 0.94

WM-2 0.08

WM-4 0.25

WM-DM None
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Cree Edge™ LED Area/Flood Luminaire

AA Mount

“A”

29.6" (752mm)
24.1" (612mm)

4.3"
(109mm)

2.8"
 (71mm)

NEMA® Photocell 
Receptacle location 
(ordered as an option)

LED Count (x10) Dim. "A" Weight

02 12.1" (306mm) 21 lbs. (10kg)

04 12.1" (306mm) 24 lbs. (11kg)

06 14.1" (357mm) 27 lbs. (12kg)

08 16.1" (408mm) 28 lbs. (13kg)

10 18.1" (459mm) 32 lbs. (15kg)

12 20.1" (510mm) 34 lbs. (15kg)

14 22.1" (560mm) 37 lbs. (17kg)

16 24.1" (611mm) 41 lbs. (19kg)

SA Mount

18.0"
(458mm)

“A”

1.7"
(42mm)

“A”

LED Count (x10) Dim. "A" Weight

02 16.0" (406mm) 25 lbs. (11kg)

04 18.0" (457mm) 26 lbs. (12kg)

06 20.0" (508mm) 28 lbs. (13kg)

DL Mount

“A”5.6"
(142mm)

32.2"
(818mm)

4.0"
 (102mm)

23.2"
(589mm)

Convenient,
Interlocking
Mounting Method

14.3"
(363mm)

NEMA® Photocell 
Receptacle 
location (ordered 
as an option)

LED Count (x10) Dim. "A" Weight

02 12.1" (306mm) 23 lbs. (10kg)

04 12.1" (306mm) 26 lbs. (12kg)

06 14.1" (357mm) 29 lbs. (13kg)

08 16.1" (408mm) 30 lbs. (14kg)

10 18.1" (459mm) 34 lbs. (15kg)

12 20.1" (510mm) 36 lbs. (16kg)

14 22.1" (560mm) 42 lbs. (19kg)

16 24.1" (611mm) 44 lbs. (20kg)



Weight

9.5 lbs. (4.3kg)
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XSP Series
XSPW™ LED Wall Mount Luminaire 

Ordering Information
Example: XSPW-A-0-2-F-C-U-Z 

XSPW A 0

Product Version Mounting Optic Modules Input Power 
Designator Voltage Color  

Options Options

XSPW A 0
Wall

2
Type II Medium
3
Type III Medium

F
4000K
M
5700K

C
42W
G
25W

U
Universal
120-277V
1
120V
2
208-277V
6*
347V

S
Silver
T
Black
W
White
Z
Bronze 

K Multi-Level
 - Refer to ML spec sheet for details
 - Available with Input Power Designator C only

P Photocell
 - Not available with K option
 - Must specify 1, 2, or 6 voltage

Y 0-10V Dimming
 - Control by others
 - Available with Input Power Designator C only
 - Refer to dimming spec sheet for details

* Available in Canada only
NOTE: Price adder may apply depending on configuration

Product Description
The XSPW™ LED wall mount luminaire has a slim, low profile design intended for outdoor wall 
mounted applications. The rugged lightweight aluminum housing and mounting box are designed 
for installation over standard single gang J-Boxes and mud ring single gang J-Boxes. The luminaire 
allows for through-wired or conduit entry from the top, bottom, sides and rear. The housing design is 
intended specifically for LED technology including a weathertight LED driver compartment and thermal 
management. Optic design features industry-leading NanoOptic® Precision Delivery Grid™ system in 
multiple distributions. 
Applications: General area and security lighting

NanoOptic® Precision Delivery Grid™ optic

Made in the U.S.A. of U.S. and imported parts

CRI: Minimum 70 CRI

CCT : 4000K (+/- 300K), 5700K (+/- 500K)

Limited Warranty†: 10 years on luminaire/10 years on Colorfast DeltaGuard® finish

Performance Summary
9.3"

(236mm)

12"
(305mm)

4.8"
(122mm) 3.8"

(97mm)

Multi-Level Sensor location
(ordered as an option)

Accessories 

† See www.cree.com/lighting/products/warranty for warranty terms

Field-Installed

Beauty Plate
WM-PLT12** - 12" (305mm) Square
WM-PMT14** - 14" (356mm) Square
- Covers holes left by incumbent wall packs

** Must specify color

https://www.creelink.com/exLink.asp?7105354OL18X21I27471473
https://www.creelink.com/exLink.asp?7105354OL18X21I27471473
https://www.creelink.com/exLink.asp?7103742OJ86G62I27486482
https://www.creelink.com/exLink.asp?7103742OJ86G62I27486482
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Product Specifications
CONSTRUCTION & MATERIALS
• Slim, low profile design
• Luminaire housing specifically designed for LED applications with advanced LED 

thermal management and driver
• Luminaire mounting box designed for installation over standard single gang J-Boxes 

and mud ring single gang J-Boxes
• Luminaire can also be direct mounted to a wall and surface wired
• Secures to wall with four 3/16" (5mm) screws (by others)
• Conduit entry from top, bottom, sides, and rear
• Designed and UL approved for easy through-wiring
• Designed for downlight applications only
• Exclusive Colorfast DeltaGuard® finish features an E-coat epoxy primer with an  

ultra-durable powder topcoat, providing excellent resistance to corrosion, ultraviolet 
degradation and abrasion. Silver, black, white and bronze are available

• Weight: 9.5lbs. (4.3kg)

ELECTRICAL SYSTEM
• Input Voltage: 120-277V or 347V, 50/60Hz, Class 2 driver 
• Power Factor: > 0.9 at full load
• Total Harmonic Distortion: < 20% at full load
• Integral 10kV surge suppression protection standard
• To address inrush current, slow blow fuse or type C/D breaker should be used
• 10V Source Current: 0.15 mA

REGULATORY & VOLUNTARY QUALIFICATIONS
• cULus Listed 
• Suitable for wet locations
• Enclosure rated IP66 per IEC 60529
• DLC qualified. Please refer to www.designlights.org/QPL for most current information
• 10kV surge suppression protection tested in accordance with IEEE/ANSI C62.41.2
• Meets FCC Part 15 standards for conducted and radiated emissions
• Luminaire and finish endurance tested to withstand 5,000 hours of elevated ambient 

salt fog conditions as defined in ASTM Standard B 117
• Meets Buy American requirements within ARRA
• RoHS compliant. Consult factory for additional details

Electrical Data*

Input Power 
Designator

System 
Watts
120-277V

System 
Watts
347V

Total Current

120V 208V 240V 277V 347V

C 42 46 0.36 0.21 0.19 0.16 0.14

G 25 27 0.22 0.13 0.11 0.10 0.08

XSPW™ LED Wall Mount Luminaire

* Electrical data at 25˚C (77˚F)

Recommended XSPW Series Lumen Maintenance Factors (LMF)1

Ambient Input 
Power Designator

Initial
LMF

25K hr
Projected2

LMF

50K hr
Projected2

LMF

75K hr
Projected2

LMF

100K hr
Calculated3

LMF

5˚C
(41˚F)

C
1.04 1.02 1.01 1.00 1.00

G

10˚C
(50˚F)

C
1.03 1.01 1.00 0.99 0.99

G

15˚C
(59˚F)

C
1.02 1.00 0.99 0.98 0.98

G

20˚C
(68˚F)

C
1.01 0.99 0.98 0.97 0.97

G

25˚C
(77˚F)

C
1.00 0.98 0.97 0.96 0.96

G

1 Lumen maintenance values at 25˚C (77˚F) are calculated per TM-21 based on LM-80 data and in-situ luminaire testing
2 In accordance with IESNA TM-21-11, Projected Values represent interpolated value based on time durations that are within six times 
  (6X) the IESNA LM-80-08 total test duration (in hours) for the device under testing ((DUT) i.e. the packaged LED chip)
3 In accordance with IESNA TM-21-11, Calculated Values represent time durations that exceed six times (6X) the IESNA LM-80-08 total 
  test duration (in hours) for the device under testing ((DUT) i.e. the packaged LED chip)
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Photometry
All published luminaire photometric testing performed to IESNA LM-79-08 standards by a NVLAP accredited laboratory. To obtain an IES file specific to your project 
consult: www.cree.com/Lighting/Products/Outdoor/Wall-Mount/XSP-Series 

XSPW™ LED Wall Mount Luminaire

© 2015 Cree, Inc. and/or one of its subsidiaries. All rights reserved. For informational purposes only. Content is subject to change. 
Patent www.cree.com/patents. Cree®, BetaLED®, NanoOptic®, and Colorfast DeltaGuard® are registered trademarks, and the  
Cree logo, XSPW™ and Precision Delivery Grid™ are trademarks of Cree, Inc. The UL logo is a registered trademark of UL LLC. The 
DLC QPL logo is a registered trademark of Northeast Energy Efficiency Partnerships, Inc.

* Initial delivered lumens at 25˚C (77˚F)
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: www.ies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf. 

2

CESTL Test Report #: 2014-0017
BXSPW-A-*-2-F-G-U-S
Initial Delivered Lumens: 2,739

576

1727

2302

1151

150°

120° 120°

60°

90° 90°

60°

30°

150°

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

BXSPW-A-*-2-F-C-U-S
Mounting Height: 10' (3.0m) A.F.G.
Initial Delivered Lumens: 3,819
Initial FC at grade

CURB LINE

60˚

40'

10'

10'

20'

3.0

0m

3.0

6.1

20'30' 10' 0' 10' 20' 30'

6.19.1 3.0 0m 3.0 6.1 9.1

40'

12.2 12.2

0'

20' 6.1

9.1

9.130'

30'

5

Position of vertical plane
of maximum candlepower.

21.5.2.1

Type II Medium Distribution

Input Power 
Designator

4000K 5700K

Initial Delivered
Lumens*

BUG Ratings** 
Per TM-15-11

Initial Delivered
Lumens*

BUG Ratings** 
Per TM-15-11

C 3,819 B1 U0 G1 4,109 B1 U0 G1

G 2,529 B1 U0 G1 2,722 B1 U0 G1

BXSPW-A-*-2-F-G-U-S
Mounting Height: 10' (3.0m) A.F.G.
Initial Delivered Lumens: 2,529
Initial FC at grade

60˚

40'

10'

10'

20'

3.0

0m

3.0

6.1

20'30' 10' 0' 10' 20' 30'

6.19.1 3.0 0m 3.0 6.1 9.1

40'

12.2 12.2

0'

20' 6.1

9.130'

Position of vertical plane
of maximum candlepower.

5
2.5 1.2.1

CURB LINE

* Initial delivered lumens at 25˚C (77˚F)
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit: www.ies.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf.
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CESTL Test Report #: 2014-0018
BXSPW-A-*-3-F-C-U-S
Initial Delivered Lumens: 4,187

688

2063

2750

1375

150°

120° 120°

60°

90° 90°

60°

30°

150°

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.

BXSPW-A-*-3-F-C-U-S
Mounting Height: 10' (3.0m) A.F.G.
Initial Delivered Lumens: 3,819
Initial FC at grade

45˚
40'

10'

10'

20'

3.0

0m

3.0

6.1

20'30' 10' 0' 10' 20' 30'

6.19.1 3.0 0m 3.0 6.1 9.1

40'

12.2 12.2

0'

20' 6.1

9.130'

Position of vertical plane
of maximum candlepower.

5
.5.2

21
.1

CURB LINE

Type III Medium Distribution

Input Power 
Designator

4000K 5700K

Initial Delivered
Lumens*

BUG Ratings** 
Per TM-15-11

Initial Delivered
Lumens*

BUG Ratings** 
Per TM-15-11

C 3,819 B1 U0 G1 4,109 B1 U0 G1

G 2,529 B1 U0 G1 2,722 B1 U0 G1

BXSPW-A-*-3-F-G-U-S
Mounting Height: 10' (3.0m) A.F.G.
Initial Delivered Lumens: 2,529
Initial FC at grade

45˚

40'

10'

10'

20'

3.0

0m

3.0

6.1

20'30' 10' 0' 10' 20' 30'

6.19.1 3.0 0m 3.0 6.1 9.1

40'

12.2 12.2

0'

20' 6.1

9.130'

Position of vertical plane
of maximum candlepower.

5
2.5 1.2.1

CURB LINE

CESTL Test Report #: 2014-0019
BXSPW-A-*-3-F-G-U-S
Initial Delivered Lumens: 2,692

444

1332

1776

888

150°

120° 120°

60°

90° 90°

60°

30°

150°

Candlepower Trace: Vertical plane through
horizontal angle of maximum candlepower.



STEEL CHANNEL

5/8" STEEL BAR

1/2" STEEL BAR

CLEARANCE

9" STAGGERED 
VERTICAL HANDLEBAR 

12"
HORIZONTAL SPACING

90"
MINIMUM

CEILING HEIGHT

77" TO
TOP HOLE

OF BOTTOM RACK

85" TO
TOP HOLE

OF TOP RACK

42" TO 46"48" AISLE

PRODUCT: BSV-1-WM
DESCRIPTION: BIKE STORAGE VERTICAL, 1 BIKE, WALL MOUNT

DATE: 8-7-09
ENG: BLW

MADRAX DIVISION

TRILARY, INC.
1080 UNIEK DRIVE

WAUNAKEE, WI 53597
P(800) 448-7931, P(608) 849-1080, F(608) 849-1081

WWW.MADRAX.COM, E-MAIL: SALES@MADRAX.COM
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OR DISCLOSED TO OTHERS WITHOUT THE CONSENT OF TRILARY, INC.
SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

©2007 TRILARY, INC. ALL PROPRIETARY RIGHTS RESERVED.

NOTES:
1.   INSTALL BIKE RACKS ACCORDING TO MANUFACTURER'S SPECIFICATIONS.
2.   CONSULTANT TO SELECT COLOR(FINISH), SEE MANUFACTURER'S SPECIFICATIONS.
3.   SEE SITE PLAN FOR LOCATION OR CONSULT OWNER.
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TYP.

2 EA. 9/16" HOLE
TYP.

12 1/2"

CONCRETE
LAG BOLT

6"

CONCRETE
LAG BOLT

CONCRETE
3/8 ANCHOR ROD
THRU HOLE
(INCLUDED BY MADRAX)

GRANULAR

NATIVE SOIL

GRADE

 IN GROUND MOUNT (IG)  SURFACE GUSSET MOUNT (SG)
UPCHARGE

PRODUCT: U190-IG(SF,SG)
DESCRIPTION: 'U' BIKE RACK
                          2 BIKE, SURFACE OR IN GROUND MOUNT
DATE: 8-5-02
ENG: TLG

CHECK DESIRED MOUNT 

 SURFACE FLANGE MOUNT (SF)
SECTION VIEWS
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SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
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3.   SEE SITE PLAN FOR LOCATION OR CONSULT OWNER.

MADRAX DIVISION

TRILARY, INC.
1080 UNIEK DRIVE

WAUNAKEE, WI 53597
P(800) 448-7931, P(608) 849-1080, F(608) 849-1081

WWW.MADRAX.COM, E-MAIL: SALES@MADRAX.COM
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Monogram
™

 46 

Vinyl Siding 

 

General Description: Monogram™ provides the look of wood siding, but does not require the upkeep common to wood. 

Monogram siding is manufactured with TrueTexture™ rough cedar finish molded directly from real cedar boards.  Available 

in a selection of profiles, Monogram offers the industry’s widest selection of colors.  It is appropriate for use in new 

construction for single family homes, multi-housing projects and light commercial developments. Monogram is also an ideal 

product for remodeling. 

 

Styles: 

Profile 

 

Finish 

 

Panel 

Projection 

(Nominal) 

Wall 

Thickness 

(Nominal) 

Lock Design Colors Accessory 

Pocket 

Double 4” Clapboard Rough Cedar ¾” .046”  

 

CertiLock™ post-formed 

positive lock 

41 

 

¾” 

Double 5” Clapboard Rough Cedar ¾” .046”  

 

CertiLock™ post-formed 

positive lock 

19 ¾” 

Double 5” Dutchlap Rough Cedar ¾” .046”  

 

CertiLock™ post-formed 

positive lock 

27 ¾” 

 

Colors: Monogram siding profiles are available in the industry’s widest selection of colors. All colors are Spectrophotometer 

controlled and utilize exclusive PermaColor™ color science. 

 

Arbor Blend** Cypress Heritage Cream Pacific Blue* Sterling Gray 

Arctic Blend** Desert Tan Herringbone Sable Brown* Suede 

Autumn Red* Flagstone* Ivy Green* Sandpiper Terra Cotta* 

Autumn Yellow Forest* Light Maple Sandstone Beige Timber Blend** 

Bermuda Blue Frontier Blend** Linen Savannah Wicker Weathered Blend** 

Buckskin Glacier Blend* Meadow Blend* Seagrass 

 Canyon Blend* Granite Gray Mountain Cedar* Silver Ash 

 Charcoal Gray* Green Tea Natural Clay Snow 

 Colonial White Hearthstone* Oxford Blue Spruce* 

  
* Deluxe Color: Deluxe colors utilize CertainTeed’s proprietary manufacturing process to provide the unique appearance of semi-

transparent and solid stained wood siding. 

** Premium Color: Made with an exclusive, highly durable polymer capstock combined with unique heat distortion modifiers that helps 

ensure long-term weatherability in darker hues that would otherwise quickly fail. 

 

STUDfinder™: The patented STUDfinder Installation System combines precisely engineered nail slot locations with 

graphics. Nail slots are positioned 16" on center to allow for alignment with studs. STUDfinder graphics centered at each slot 

provide a quick and easy guide to help locate studs. 

 

RigidForm™: Monogram RigidForm 220 technology has a stiff, double-thick .092" nail hem for a straighter-on-the-wall 

appearance and wind load performance. 

 

Lock: Uniquely designed for ease of installation, Monogram features the CertiLock™ locking system; a post-formed positive 

lock which provides for self-aligning installation. Properly installed panels will snap together with an audible “click” 

signaling that they are ready for nailing. 

 

Accessories: CertainTeed manufactures a wide range of siding accessories which are compatible with Monogram siding 

styles and colors. Accessory products include installation components, soffit, window and door trim, corner lineals, corner 

systems and decorative moldings. 

 



Composition: Monogram siding products are produced using CertaVin™ custom-formulated PVC resin. This resin is 

produced exclusively by CertainTeed, allowing CertainTeed to maintain the high quality of its siding products.  

 

Technical Data: Monogram siding is in compliance with ASTM specification for Rigid Polyvinyl Chloride (PVC) Siding 

Insulated Vinyl Siding D 3679, and the requirements of section R703.11 of the International Residential Code, and section 

1405.14 and 2603 of the International Building Code.  Monogram siding meets or exceeds the properties noted in Table 1.  

 
ASTM E 84  Meets Class 1 flame spread requirements as tested according to ASTM E84. 

ASTM D 1929  Self-ignition temperature 813°F 

ASTM D 635  Material is self-extinguishing with no measurable extent of burn when tested in accordance with this specification. 

NFPA 268 Radiant Heat Test - Ignition Resistance of Exterior Walls - Conclusion that CertainTeed met the conditions for 

allowable use as specified in section 1406 of the International Building Code. 

 

Important Fire Safety Information: When rigid vinyl siding is exposed to significant heat or flame, the vinyl will soften, 

sag, melt or burn, and may thereby expose material underneath. Care must be exercised when selecting underlayment 

materials because many underlayment materials are made from organic materials that are combustible. You should ascertain 

the fire properties of underlayment materials prior to installation. All materials should be installed in accordance with local, 

state and federal Building Code and fire regulations. 

 

Wind Load Testing: CertainTeed Monogram double 4" siding has been tested per ASTM D 5206 standard test method for 

resistance to negative wind load pressures of 63 psf, which equates to more than 220 mph per VSI windspeed calculation 

guidelines, when installed with nails positioned 16" on center. Check with your local building inspector for wind load 

requirements in your area on the type of structure you are building. 

 

Documents: CertainTeed Vinyl Siding meets the requirements of one or more of the following specifications. 

Texas Department of Insurance Product Evaluation EC-11     

Conforms to ASTM Specification D3679 

Florida BCIS Approval FL1573 

ICC-ES Evaluation Report ESR-1066            

CCMC #13008-L  

For specific product evaluation/approval information, call 800-233-8990. 

 

Installation: Prior to commencing work, verify governing dimensions of building, examine, clean and repair, if necessary, 

any adjoining work on which the siding is in any way dependent for its proper installation. Sheathing materials must have an 

acceptable working surface. Siding, soffit and accessories shall be installed in accordance with the latest editions of 

CertainTeed installation manuals on siding and soffit. Installation manuals are available from CertainTeed and its 

distributors. 

 

Warranty: CertainTeed supports Monogram siding products with a Lifetime Limited Warranty including PermaColor 

Lifetime Fade Protection to the original homeowner. The warranty is transferable if the home is sold. 

 

Technical Services: CertainTeed maintains an Architectural Services staff to assist building professionals with questions 

regarding CertainTeed siding products. Call 800-233-8990 for samples and answers to technical or installation questions. 

 

Sample Short Form Specification: Siding as shown on drawings or specified herein shall be Monogram Vinyl Siding as 

manufactured by CertainTeed Corporation, Valley Forge, PA. The siding shall have a .092" thick nail hem. Installation shall 

be in accordance with manufacturer’s instructions. 

 

Three-part Format Specifications: Long form specifications in three-part format are available from CertainTeed by calling 

our Architectural Services Staff at 800-233-8990. These specifications are also available on our website at certainteed.com. 

 

 

 

CertainTeed Corporation 

P.O. Box 860 

Valley Forge, PA 19482 

certainteed.com 

© 12/13 
 

http://www.certainteed.com/
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LIGHT POLE BASE DETAIL

5
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TYPICAL SITE CONCRETE STAIR DETAIL

SITE DEVELOPMENT STATISTICS - LOT 2 (T5)
LOT AREA 37,015 S.F. (0.85 ACRES)
LOT COVERAGE 29,314 SF = 79%
DWELLING UNITS 71 UNITS
LOT AREA/ D.U. 521 SF/D.U.
DENSITY 83.5 UNITS / ACRE

APARTMENTS
STUDIO 18
ONE BEDROOM 33
TWO BEDROOM 20
TOTAL 71

PARKING
SURFACE 15
STREET  6 (12/2)
UNDERGROUND 61
TOTAL 82 (1.15 / UNIT)

BIKE PARKING
UNDERGROUND 48

   EXTERIOR 26
TOTAL               74

BUILDING 3 SUMMARY
4 STORY, VA CONSTRUCTION, COMBUSTIBLE
PARKING GARAGE - GROUP S2 W/ 2 HOUR SEPARATION

SPRINKLERED PER NFPA 13
DWELLING UNITS - GROUP R2

SPRINKLERED PER NFPA 13R
BASEMENT: 22,465 SF

FLOORS 1-4: 18,042 SF EA.

6
C-1.1

BIKE PARKING DETAIL
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BIKE RACK

GENERAL CONTRACTOR NOTE:
A STREET OPENING PERMIT IS REQUIRED FOR ALL WORK WITHIN THE
RIGHT-OF-WAY AND ALL WORK PERFORMED IN THE RIGHT-OF-WAY NEEDS TO BE
COMPLETED IN ACCORDANCE WITH THE LATEST EDITION OF THE CITY OF
FITCHBURG'S STANDARD SPECIFICATIONS OR PUBLIC WORKS CONSTRUCTION.
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LUMINAIRE SCHEDULE

Symbol Label Qty File MountingCatalog Number Description Lamp

A 2 XSPWAx3FG-

U_RESTL-2014-

-0019.IES

B 2 ARE-EDG-

3MB-__-10-E-

UL-350-40K-

CONFIGURED.

IES

D 2 ARE-EDG-

2MB-__-06-E-

UL-350-40K-

CONFIGURED.

IES

C 1 ARE-EDG-

3MP-__-10-E-

UL-350-40K-

CONFIGURED.

IES

XSPWAx3FG-U

Cree XSPW Series

Wallpack Luminaire, Type

III Medium, 4000K. G Input

Power Designator

4 type MDA LEDs

ARE-EDG-3MB-**-

10-E-UL-350-40K

(350mA)

CONFIGURED FROM 60

LED Type III Medium Optic

w/ Full Backlight 700mA

4000K LEDway Streetlight

CONFIGURED FROM

SIXTY WHITE LIGHT

EMITTING DIODES

(LEDS), VERTICAL BASE-

-UP

ARE-EDG-2MB-**-

06-E-UL-350-40K

(350mA)

CONFIGURED FROM

Cree Edge Area, Type II

Medium w- BLS, 60 LEDs,

700mA, 4000K

CONFIGURED FROM

Sixty White LEDs,

Vertical Base-Up Position

ARE-EDG-3MP-**-

10-E-UL-350-40K

(350mA)

CONFIGURED FROM

Cree Edge Area, Type III

Medium w- Partial BLS, 60

LEDs, 700mA, 4000K

CONFIGURED FROM

Sixty White LEDs,

Vertical Base-Up Position

STATISTICS

Description       Symbol Avg Max Min Max/Min Avg/Min

Calc Zone #1 1.5 fc 3.3 fc 0.4 fc 8.3:1 3.8:1

8'-0" AOVE GRADE ON

SIDE OF BUILDING

16'-0" POLE ON 

2'-0" TALL CONC. BASE

16'-0" POLE ON 

2'-0" TALL CONC. BASE

20'-0" POLE ON 

2'-0" TALL CONC. BASE

ISOLUX CONTOUR = 0.25 FC

ISOLUX CONTOUR = 0.5 FC

ISOLUX CONTOUR = 1.0 FC

LIGHT FIXTURE

EXAMPLE LIGHT FIXTURE DISTRIBUTION

ISOLUX CONTOUR = 0.25 FC

ISOLUX CONTOUR = 0.5 FC

ISOLUX CONTOUR = 1.0 FC

LIGHT FIXTURE

EXAMPLE LIGHT FIXTURE DISTRIBUTION
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30 WALL MOUNTED
BIKE STALLS

61 VEHICLE STALLS

48 WALL MOUNTED
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Basement Floor
Plan - Building #4

A-1.0

THE ADDISON

LACY/SYENE RD.
FITCHBURG, WI

1332

1
A-1.0 1/8"=1'-0"

BASEMENT FLOOR PLAN

Article 5 Submittal - January 26, 2016



3'
-6

"

M
IN

.

4-14
12

BRICK AND STONE  WALL TO
MATCH BUILDING

1 2 1 1 1 1 1 1 1 12 2

1 2111 1 1 2

TYPICAL MATERIALS:

ASPHALT SHINGLES

PRECAST WINDOW HEADS & SILLS

BRICK VEENER  W/ COLORED MORTAR

PRECAST SILL / ACCENT BAND

COMPOSITE WINDOW TRIM

PRECAST ACCENT SILL AND BAND

ALUMINUM RAILING SYSTEM

COMPOSITE TRIM BAND (PAINTED)

ALUMINUM WRAPPED FACIA
TO MATCH COMPOSITE TRIM

COMPOSITE FRIEZE BOARD (PAINTED)

HORIZONTAL VINYL SIDING - COLOR 1

HORIZONTAL VINYL SIDING - COLOR 2

*NOTE: COLORED MORTAR TO BE USED FOR
ALL BRICK, PRECAST, CMU VENEER (COLORS

T.B.D. TO MATCH VENEERS)

PRECAST SILL / ACCENT BAND

RECESSED BRICK COURSE - SEE 9/A-4.8

COMPOSITE TRIM &
PANELS

12
4.25 (TYP.)

NORTH ELEVATION2

A-2.1 1/8"=1'-0"
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EXTERIOR
ELEVATIONS -
BUILDING #4

A-2.1

THE ADDISON

LACY/SYENE RD.
FITCHBURG, WI

1332

EAST ELEVATION1

A-2.1 1/8"=1'-0"
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SOUTH ELEVATION2

A-2.2 1/8"=1'-0"
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WEST ELEVATION1

A-2.2 1/8"=1'-0"
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DECK SKIRT

HORIZONTAL VINYL SIDING -

RAILING

FLASHING @ DECK EDGE

FLASHING @ DECK LEDGER

SEALANT @ WINDOWS

WINDOWS

ASPHALT SHINGLES OWENS CORNING PRO 30: DRIFTWOOD 

VINYL

T.B.D.

DARK BRONZE

COMPOSITE

DECK BOARDS

ENTRY DOORS INSULATED METAL

ROOF

ALUMINUM

TREATED WOOD

GALV. STEEL

GALV. STEEL

GARAGE MAN DOOR INSULATED METAL

OVERHEAD GARAGE DOOR ALUMINUM

SW 7531 "CANVAS TAN"

ALUMINUM TBD - VERIFY W/ ARCHITECTROOF FLASHING

CERTAINTEED MONOGRAM 46: SUEDE

TAN

BRICK VENEER MASONRY

SEALANT @ BRICK VENEER

MORTAR COLOR @ BRICK VENEER MASONRY

T.B.D. TBD (MATCH BRICK) - SUBMIT TO ARCHITECT

METAL FLASHING @ PRECAST

TBD

PAC CLAD "ALMOND"

PRISM P3510 GOLDENROD

PAC CLAD  "DARK BRONZE"METAL FLASHING @ BRICK VENEER

BORAL - ALLENDALE HILL KING SIZE

VINYL

HORIZONTAL VINYL SIDING - CERTAINTEED MONOGRAM 46: SABLE BROWNVINYL

CAST STONE SILLS & HEADS CAST STONE EDWARDS CAST STONE: 18-018

DARK BRONZE

TO MATCH WINDOWS

MATCH ADJACENT SIDING/MASONRY

C.H.I. ALMOND

BUILDING MATERIAL MATERIAL COLOR

1

2

EXTERIOR MATERIAL SCHEDULE

COMPOSITE TRIM AND PANELS SW 7531 "CANVAS TAN"COMPOSITE

ALUMINUM FASCIA MASTIC "ALMOND"ALUMINUM

GALV. STEEL

GALV. STEEL

PAC CLAD "ALMOND"

SW 7531 "CANVAS TAN"

SWINGING UNIT PATIO DOORS FIBERGLASS STAINED - TBD BY ARCHITECT






